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A LEGACY 
IN INNOVATION 
At 42 years of age, Hideo Matsushita, the founder of  

Audio-Technica and current chairman of the board left his 

position leading the Bridgestone Museum of Art in Tokyo where 

he staged a number of successful LP listening concerts.

The year was 1962. A revolution in sound technology was on 

the brink of taking place that would have made Thomas Edison 

both proud and envious.

When Mr Matsushita �rst opened the doors, in what he 

described as a one storey ’barracks’ in Tokyo’s Shinjuku-ku, 

Audio-Technica’s �rst home, he may or may not have been 

aware of the incredible opportunities that lay ahead all around 

the world. That the bourgeoning youth culture of the time would, 

in many ways, eventually become key to the development 

and success of Audio-Technica for its cartridges, turntables, 

headphones and microphones.

A self-made man and an audiophile, Hidéo Matsushita was the former Director of the Tokyo 
Museum of Modern Art. It all started in his workshop, with the hand crafting of stereo 
cartridges… 50 years later, Audio-Technica has become a global leader in audio innovation.

The very �rst Audio-Technica products were 
the stereo cartridges AT-1 (left) and AT-3 (right). 

facebook.com/AudioTechnicaUK                twitter.com/AudioTechnicaUK          youtube.com/AudioTechnicaUK



TURNTABLES
Built to deliver exceptional music reproduction 
even under the most demanding conditions.

Your music. Your energy.
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DJ Direct-Drive Professional Turntable (USB & Analog)  
 
The AT-LP1240USB is built to deliver exceptional music reproduction 
even under the most demanding conditions. It utilizes a powerful 
direct-drive 16-pole, three-phase motor for unwavering speed stability 
along with easy back-cueing, forward and reverse play and quiet 
operation at 33-1/3, 45 or 78 RPM. The turntable features an S-shaped 
tone arm with adjustable tracking force (counterweight) and anti-skate 
adjustment and a removable universal cartridge mount (cartridge 
available separately). The tone arm has locking height adjustment to dial 
in the vertical tracking angle (VTA), an important feature for achieving the 
most accurate-possible record playback.

The AT-LP1240USB comes with numerous additional DJ-friendly 
features including a damped cast-aluminium platter with stroboscopic 
speed markings and slip mat, an illuminated speed indicator and 
adjustable pitch control, a dual start/stop button, a removable stylus 
target light, a dedicated tone arm grounding lug, a hydraulically-damped 
lift lever and a locking tone arm rest that keeps the arm and cartridge in 
place during transport.

The AT-LP1240USB is also perfect for home users. Its sleek, elegant 
gloss-black and silver design fits into any home entertainment 
system, and its built-in switchable phono preamp enables it to be 
used with a wide variety of receivers, powered speakers and other 
A/V components.

Accessories included.

AT-LP1240USB
599,00 €(USB & Analog)

 is built to deliver exceptional music reproduction 
even under the most demanding conditions. It utilizes a powerful 
direct-drive 16-pole, three-phase motor for unwavering speed stability 

599,00 €

Prices shown are approximate, and include VAT which will vary depending on country.
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Direct-Drive Professional Turntable (USB & Analog)  
 
The AT-LP120USBC professional stereo turntable features a high-torque 
direct-drive motor for quick start-up and a USB output that connects 
directly to your computer. 

Other features include: forward and reverse play capability; cast 
aluminium platter with slip mat and a start/stop button; three speeds 
33/45/78; selectable high-accuracy quartz-controlled pitch lock and 
pitch change slider control with +/-10% or +/-20% adjustment ranges; 
and removable hinged dust cover. A selectable internal stereo phono 
pre-amplifier allows the turntable to plug directly to components with no 
dedicated turntable input. 

A USB cable and adapter cables are included along with Mac and 
PC-compatible Audacity software to digitize your LPs.  
The AT-LP120USBC comes complete with the Audio-Technica AT95E 
cartridge and is also compatible with all Audio-Technica cartridges and 
any ½ inch mount cartridge from other manufacturers.
 

AT-LP120USBC
329,00 €

TURNTABLES

Prices shown are approximate, and include VAT which will vary depending on country.

Accessories included.



7

TURNTABLES

LP-to-Digital Recording System  
 
Get your classic albums off the shelf and into your MP3 player.

The AT-LP60USB stereo turntable comes equipped with a USB output 
that allows direct connection to your computer. The system also offers Mac 
and PC-compatible Audacity software; an integral dual-magnet Audio-
Technica phono cartridge and a USB cable and adapter cables. 
The turntable also features a built-in switchable phono/line preamp that 
allows connection to a stereo system equipped with either a phono or 
line-level input.

With the AT-LP60USB, Audio-Technica brings its legendary quality and 
audio fidelity to the digital realm with this LP-to-digital recording system. 

AT-LP60USB
169,00 €

Accessories included.

Prices shown are approximate, and include VAT which will vary depending on country.



Specifications AT-LP1240USB
Type 3-speed, fully manual operation

Motor 16-pole, 3-phase, brushless DC motor

Drive Method Direct drive

Speeds 33-1/3 RPM, 45 RPM, 78 RPM

Turntable Platter 332 mm dia. die-cast aluminium

Starting Torque >4.5 kgf.cm

Braking System Electronic brake

Wow and Flutter < 0.1% WRMS (JIS WTD) with 33 RPM

Signal-to-Noise Ratio > 55 dB (DIN-B)

Output Level Pre-amp Pre-amp «PHONO»: 2.5 mV nominal at 1 kHz, 5 cm/sec (HP-4005); Pre-amp «LINE»: 150 mV nominal at 1 kHz, 5 cm/sec (HP-4005)

USB Function A/D, D/A - 16 bit 44.1 kHz or 48 kHz USB selectable; Computer interface - USB 1.1 Compliant Windows XP or above or MAC OSX or above

Specifications AT-LP120USBC
Type 3-speed, fully manual operation 

Motor DC motor 

Drive Method Direct drive

Speeds 33-1/3 RPM, 45 RPM, 78 RPM

Pitch Variation +/-10% or +/-20% 

Turntable Platter Die-cast aluminum 

Starting Torque >1.6 kgf-cm 

Braking System Electronic brake 

Wow and Flutter <0.2% WRMS (33 RPM) 

Signal-to-Noise Ratio >50 dB 

Output Level Pre-amp “PHONO”: 2.5 mV nominal at 1 kHz, 5 cm/sec. Pre-amp “LINE”: 150 mV nominal at 1 kHz, 5 cm/sec 

Phono Pre-Amp Gain 36 dB nominal, RIAA equalized 

USB Function A/D, D/A - 16 bit 44.1 kHz or 48 kHz USB selectable; Computer interface - USB 1.1 Compliant Windows XP, Vista or MAC OSX 

Specifications AT-LP60USB
Type Belt drive turntable, fully automatic

Motor DC servo-controlled

Speeds 33-1/3 RPM, 45 RPM

Turntable Platter Aluminium

Wow and Flutter Less than 0.25% (WTD) @ 3 kHz (JIS)

Signal-to-Noise Ratio >50 dB (DIN-B)

Output Level Pre-amp Pre-amp “PHONO”: 2.5 mV nominal at 1 kHz, 5 cm/sec Pre-amp “LINE”: 150 mV nominal at 1 kHz, 5 cm/sec

Phono Pre-Amp Gain 36 dB nominal, RIAA equalised

USB Function A/D, D/A: 16 bit 44.1 kHz or 48 kHz USB selectable Computer interface: USB 1.1 Compliant Windows XP, Vista or MAC OSX

Technical Specifications
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